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Environmental Protection Agency § 63.4492 

You may estimate the mass of coating sol-
ids used from parameters other than coat-
ing consumption and mass solids content 
(e.g., design specifications for the parts or 
products coated and the number of items 
produced). The use of parameters other 
than coating consumption and mass solids 
content must be approved by the Adminis-
trator. 

n = The number of different coating oper-
ations included in the facility-specific 
emission limit. 

(iii) If you need to convert an emis-
sion limit in another surface coating 
NESHAP from kg (lb) organic HAP per 
liter (gallon) coating solids used to kg 
(lb) organic HAP per kg (lb) coating 
solids used, you must use the default 
solids density of 1.50 kg solids per liter 
coating solids (12.5 lb solids per gal sol-
ids). 

§ 63.4491 What are my options for 
meeting the emission limits? 

You must include all coatings (as de-
fined in § 63.4581), thinners and/or other 
additives, and cleaning materials used 
in the affected source when deter-
mining whether the organic HAP emis-
sion rate is equal to or less than the 
applicable emission limit in § 63.4490. 
To make this determination, you must 
use at least one of the three compli-
ance options listed in paragraphs (a) 
through (c) of this section. You may 
apply any of the compliance options to 
an individual coating operation, or to 
multiple coating operations as a group, 
or to the entire affected source. You 
may use different compliance options 
for different coating operations, or at 
different times on the same coating op-
eration. You may employ different 
compliance options when different 
coatings are applied to the same part, 
or when the same coating is applied to 
different parts. However, you may not 
use different compliance options at the 
same time on the same coating oper-
ation. If you switch between compli-
ance options for any coating operation 
or group of coating operations, you 
must document this switch as required 
by § 63.4530(c), and you must report it in 
the next semiannual compliance report 
required in § 63.4520. 

(a) Compliant material option. Dem-
onstrate that the organic HAP content 
of each coating used in the coating op-
eration(s) is less than or equal to the 

applicable emission limit in § 63.4490, 
and that each thinner and/or other ad-
ditive, and cleaning material used con-
tains no organic HAP. You must meet 
all the requirements of §§ 63.4540, 
63.4541, and 63.4542 to demonstrate com-
pliance with the applicable emission 
limit using this option. 

(b) Emission rate without add-on con-
trols option. Demonstrate that, based on 
the coatings, thinners and/or other ad-
ditives, and cleaning materials used in 
the coating operation(s), the organic 
HAP emission rate for the coating op-
eration(s) is less than or equal to the 
applicable emission limit in § 63.4490, 
calculated as a rolling 12-month emis-
sion rate and determined on a monthly 
basis. You must meet all the require-
ments of §§ 63.4550, 63.4551, and 63.4552 to 
demonstrate compliance with the emis-
sion limit using this option. 

(c) Emission rate with add-on controls 
option. Demonstrate that, based on the 
coatings, thinners and/or other addi-
tives, and cleaning materials used in 
the coating operation(s), and the emis-
sions reductions achieved by emission 
capture systems and add-on controls, 
the organic HAP emission rate for the 
coating operation(s) is less than or 
equal to the applicable emission limit 
in § 63.4490, calculated as a rolling 12- 
month emission rate and determined 
on a monthly basis. If you use this 
compliance option, you must also dem-
onstrate that all emission capture sys-
tems and add-on control devices for the 
coating operation(s) meet the oper-
ating limits required in § 63.4492, except 
for solvent recovery systems for which 
you conduct liquid-liquid material bal-
ances according to § 63.4561(j), and that 
you meet the work practice standards 
required in § 63.4493. You must meet all 
the requirements of §§ 63.4560 through 
63.4568 to demonstrate compliance with 
the emission limits, operating limits, 
and work practice standards using this 
option. 

§ 63.4492 What operating limits must I 
meet? 

(a) For any coating operation(s) on 
which you use the compliant material 
option or the emission rate without 
add-on controls option, you are not re-
quired to meet any operating limits. 
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